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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Reeycling and Disposal Facility

WAETE MANAGEMENT

ction 1 — All Events
Military Time SOP* Followed?
Event Code

Type of Event Date/Time Start | DatefTime End | Duration (hours) {see back of Yes No**

- form)
kA Startup i (474 |4 q-tt 1417 ./ { T 0
[id-8hutdown et (3080 |21 pgp /7 { 3 N
[} Malfunction Complete Section 2 Below
7 Non-malfunction
Date Form Filled Out2= 7"

e

Comments: @/ EAse- P / At Bnstd 74’?#

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
“if SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 ~ Malfunction Events Only

Check one of the following for each step:
Sten Corrective Action Procedures for Alt Malfunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may . )
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfilt gas, or
2. | measure/detect uncombusted gas flow?). d ]
If landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place atemporary cap on piping M 0
’ c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Tum off main power disconnect switch o blower
f.  Other (Describe):
Determine if other personneliresource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis. ] a
If other personnel or resources are nof needed, go to No. 6.
Contact gualified resource:
5. a. Record contact name, date and time: 1 |
b. Contact site representafive with information recorded in No. 5.a.
6. | Start malfunction diagnosis. ] ]
Determine if other resources are needed to fix the malfunction {qualified
7 technician, electrician, contractor, on-site resources, manufacturer's r 0
’ representative, or other). -
If other resources are not needed, go fo No. 9.
Contact qualified resource: 0] ]
a. Record contact name, date and time:
Fix the malfunction, O |
o Once the malfunction is fixed, restart the system per SOP if it had been shut ] ]
" | down, and record startup times and dates on this form,
‘:1 Record date that malfunction occurred, date that malfunction was repaired, . ]
| and total time that systern was out of service in boxes in Section 1 of this form. :
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. ] El
13 Iif the procedures listed above were not followed, contact the site engineer 0 0
© | immediately,
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recyeling and Disposal Facility

WASTE MANAGEMENT

ction 1 ~ All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**

formj

[3-Startup 2044 jpge B I3 e/ /7 2l 0O

[} Shutdown s .

PT Malfunction bt grea 12777 o 20,5 )2
1 Non-malfunction
Date Form Filled Out: 2~/ 4~ Signature:

TGRS

i

Comments: fng@. 5},«7& 7,7,/6/&/ Lo

aken #1 Floco .

wa.&/ ﬁ/L{'/f’éé -t '///1?77,,/ l(&“/f—'f" ‘5"7{9/* M Flaees.

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
==|f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the folfowing for each siep:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may E/ ]
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, nofify your supervisor and follow steps under Na. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). [ O
if landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfilt gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a femporary cap on piping '
3. c.  Apply other device {i.e., duct tape) - Ej/
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other {Describe):
Determine if other personneliresource (qualified technician, electrician,
4. | consultant or other) are needed for matfunction diagnosis. =T ]
If ofher personnel or resaurces are not needed, go fo No. 6.
Contact qualified resource: )
5. a. Record contact name, date and time: [ =
b. Contact site representative with information recorded in No. 5.a.
6. Start malfunction diagnosis. [ 3
Determine if other resources are needed to fix the malfunction {qualified .
7 technician, electrician, contractor, on-site resources, manufacturer's El/ M
’ representative, or other).
if other resources are not needed, go fo No. 8.
Contact qualified resource: -
8. a. Record contact name, date and time: = =
Fix the malfunction. [ Ll
5 Once the malfunction is fixed, restart the system per SOP i it had been shut 7= ]
, * | down, and record startup times and dates on this form,
: '=1 Record date that malfunction occurred, date that malfunction was repaired, B/ .
| and total time that system was out of service in boxes in Section 1 of this form.
12, 1 Sign this form, copy it, and place it in the Startup Shutdown, Maifunction file. [ Ll
If the procedures listed above were not followed, contact the site engineer
13. | immediately. O o
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Startup / Shutdown / Malfunction Report Form
Site Name: Cotfonwood Hills Recycling and Disposal Facility

ction 1 — All Events
Military Time SOP* Followed?
Event Code
Type of BEvent DatefTime Start § DatefTime End | Duration (hours) (see back of Yes No**
formy)

[ Startup sov i 135 |3l y55% ./ é o O
F Shutdown S0l (246 |37 135C. /-3 L g U
[ ] Malfunction Complete Section 2 Below

[ ] Non-malfunction

bate Form Filled Out: &/-3 /7

A

L

COmmentS: f/’/qﬂé pﬂ:&'ﬁfﬁg/ ,ﬁg{-@, ...?;/ Alféz‘df/’ "7}/ /MW .

Hgnfes Cj//‘fmzsw/

Signature: ﬁw
V4

[~

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
f SOP in $SSM Plan was not followed, notify site engineer immediately.

Section 2 —~ Malfunction Events Only

Check one of the following for each step:
Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may r ]
harm people, the environment or the landfill gas control equipment.
If condifions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell tandfill gas, or
2. | measure/detect uncombusted gas flow?). ] J
if landfilf gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 f. Place a temporary cap on piping ] r
' c. Apply other device {i.e., duct tape)
d. Shut down biower
e. Turn off main power disconnect switch o blower
f.  Other (Describe).
Determine if other personnelfresource (qualified technigian, electrician,
4. | consultant or other) are needed for malfunction diagnosis. ] D
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: | O
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. ] [l
Determine if other resources are needed to fix the malfunction (qualified .
7 technician, electrician, contractor, an-site resources, manufacturers = M
' representative, or other).
If other resources are not needed, go to No. 9.
8 GContact qualified resource: 0 =
’ a. Record contact name, date and time:
9. | Fix the matfunction. [N Ll
o Once the malfunction is fixed, restart the system per SOP if it had been shut ] -
| down, and record starfup times and dates on this form.
'%1 Record date that malfunction occurred, date that malfunction was repaired, 0 0
| and total ime that system was out of service in boxes in Section 1 of this form.
12._| Sign this form, copy it, and place itin the Startup Shutdown, Malfunction file. 1 £
13 If the procedures listed above were not followed, contact the site enginesr 0 )
* | immediately.
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

ction 1 — All Events
Miiitary Time SOP* Foliowed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
o g7, - e 2
tStartup st 8 w{‘fﬁ, ‘;{y;;f y 31 ./ E/ 0
[-] Shutdown M O
3" Malfunction 2 ?’0 U, akadield ;;/af 2 / 7 Complete Section 2 Below

11 Non-malfunction

Date Form Filled Out:

v i
Comments: V//7/f / )/; ete  Scou G’JE_,,
7 DA

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic} and Shutdowns are provided in S5M Plan
~=if SOP in SSM Pian was not followed, notify site engineer immediately.

Section 2 — Maifunction Events Only

Check one of the following for each steg.

Step Corrective Action Procedures for Ali Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air

entering fandfill or piping, smoking, vibration, or other problem), which may ﬂ/ rl
harm people, the environment or the landfill gas controt equipment.

it conditions are unsafe, notify your supervisor and follow steps under No. 3.

Determine if landfill gas being released to the air (can you smell landfill gas, or lZ/ 0

2. measure/detect uncombusted gas flow?).
if landfill gas is being released, foflow sfeps under Na. 3.
if unsafe operating condition exists, or landfill gas is being released to the ait,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping
: c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main pawer disconnect switch {o blower
{.  Other (Describe):
Dstermine if other personnelfresource (gualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis.
If other parsonnel or resources are not needed, go to No. 6.
Contact gqualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
6. Start matiunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
if other resources are not needed, go to No. 9.
Contact qualified resource:
a. Record contact name, date and fime:
9. Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record starfup times and dates on this form.
P Record date that malfunction occurred, date that malfunction was repaired,

* | and total ime that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer

* | immediately.

A

E]EQ%F?G [ﬂﬂg[ﬁ] [SJ\
Qa0 E!EZEE? O D[EQ g
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Startup / Shutdown / Malfunction Report Form

Site Name: Cotionwood Hills Recyeling and Disposal Facility

ction 1 — All Events

Military Time

SOP* Followed?

1 Non-malfunction

Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)

[ Startup 2l 2t - :

L/ o374 Y2237y L AT =g 0
[ ] Shutdown . 0
[J-Malfunction 22l 2! _ / : 2 .

4 —34 8 4 lrb‘?ﬁ 4 H e . Complete Section 2 Below

Date Form Filled Out: §_~ !

Comments: 0,7[: /[‘7{}/ //ﬂwc;- éOJ%/M;/

*“Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Flan
==if SOP in SSM Plan was not followed, nofify site engineer immediately.

Saction 2 — Malfunction Events Only

Check one of the foliowing for each step:

Procedure completed

Procedure Not Applicable

Step Corrective Action Procedures for Alt Malfunctions
Determine if the maifunction causing an unsafe operating condition (air
entering fandfill or piping, smoking, vibration, or other problem), which may Ej/— M
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. measure/detect uncombusted gas flow?). []/ i
If landfill gas is being released, follow sfeps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the afr,
stop (if possible) landfilt gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
3. ¢.  Apply other device {i.e., duct tape} . D//
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe).
Determine if other personnelfresource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnosis. =il EI
If ofher personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: & o
y, Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnesis. e ]
Determine if other resources are needed to fix the malfunction (qualified '
7 technician, electrician, contractor, on-site resources, manufacturer's E/ .
' representative, or other).
If other resources are nof needed, go fo No. 8.
Contact qualified resource:
a. Record contact name, date and time: 0 B/
Fix the malfunction. Tob— L]
0 Once the malfunction is fixed, restart the system per SOP if it had been shut e J
| down, and record startup times and dates on this form,
“;«1 Record date that malfunction occurred, date that malfunction was repaired, E{ 7
| and total time that system was out of service in boxes in Section 1 of this form. -
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. il L
13 If the procedures listed above were not followed, contact the site engineer 7 ™

immediately.
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ction 1 - All Events

Startup / Shutdown / Malfunction Report Form
Site Name: Cottonwood Hills Recycling and Disposal Facility

WASTE MANAGEMENT

SOP* Followed?

Military Time
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No*™
- form)
FStartu 2 F ] a2 - 20/

B Startup 42" Ly / v o O
] Shutdown 5 -
L-Malfunction 4 324 / ol br{,—l"—:( "‘} v 2.7 /7 Complete Section 2 Below
T Non-malfunction

Date Form Filled Out: _§ Pl

~{{

| Signature: /(’Z ey 7//’"/
Ayl

o Ay S Dibrit

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
i SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each sfep:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3,

3

Determine if landfill gas being released to the air (can you smell fandfifl gas, or

measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

A

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) tandfili gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary ¢cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

meap o

O

N

Determine if other personnelfresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).

If other resources are not needed, go fo No. 8.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

TIf the procedures listed above were not followed, contact the site engineer

immediately.

E][Q%E}\QE} E{E%D B\

E'!{EIBEJE]E{ E][]l% O
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WASTE MANAGEMENY

Startup / Shutdown / Malfunction Report Form

Site Name: Coftonwood Hills Recycling and Disposal Facility

ction 1 - All Events
Military Time SQOP* Followed?
Event Code
Type of Event Date/Time Start | DatefTime End | Duration (hours} {see back of Yes No*™*
P
E’Staﬁup {w‘?’»{/ f}ff‘ 3’/@/:”/ Z} 74 B/ m
[} Shutdown 0 0

[&Malfunction fﬁ"/a’f 3394 57 5348

Complete Section 2 Below

"} Non-malfunction

™~ ~g
RINIRIS

Pate Form Filled Qut:

Comments: ‘//7{" / ',7{/ P vuon” /fdﬁwiw/ﬁ/ ﬁhuy

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Autornatic) and Shutdowns are provided in SSM Flan
=f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

]

Procedure completed | Procedure Not Applicabl

Determine If the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other probiem), which may
harm people, the environment or the landfill gas control equipment.

If condifions are ungafe, notify your supervisor and follow steps under No. 3.

s

@ 0

Determine if landfill gas being released to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

\

if unsafe operating condition exists, or landfill gas is being released fo the air,
stop {if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe).

P apop

\

Determine if ather personnelfresource (gualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

if other resources are not needed, go fo No. 8.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction. :

Once the malfuniction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that malfunction occurred, date that maifunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file,

13.

if the procedures listed above were not followed, contact the site engineer
immediately.

DE}Q[@QL—J %EEJ [SJ\

[\EI[]EJBE}ES{ a E]E‘\_.l &
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Regveling and Disposal Facility

~tion 1 — All Events

WASTE MANAGEMENT

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No**
form)
B’Sfartup &,)_p-«-la‘ /7/‘»?;5;0 &, 2ot t ﬂ"/f O f f E/ M
hutdown . _2eell ,,

LA 7Shu (20l g59P |2 | 0. Y / = O
[] Malfunction Complete Section 2 Below

[l Non-maifunction

Date Form Filied Out: 2e” ¢/

e,
i

Comments: |\, o/ g Flose Wiy Lo

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOF in SSM Plan was not followed, notify site engineer immediately.
Section 2 — Malfunction Events Only

Check one of the folfowing for each sfep:

Step

Corrective Action Procedures for All Malfunctions )

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment. .

If conditions are unsafe, notify your supervisor and folfow steps under No. 3.

O

O

Determine if landfill gas being released to the air {can you smeEl tlandfill gas, or
measure/detect uncombusted gas flow?),
if landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible} landfill gas flow by one or mare of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

e ap T

Determine if other personneliresource {qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No, 6.

a

b
3

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction dlagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No, 9.

0.0 o

Contact qualified resource:
a. Record contact name, date and fime:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record starfup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that systermn was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and piace it in the Startup Shutdown, Maifunction fite.

If the procedures listed above were not followed, contact the site engineer
immediaialy.

ogoo|jggno

oooaooo) o &Oa) o

Page 10f3

WMO01706




£ fans-

7/44/»«/5*" St — -

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

ction 1 — All Events

WASTE MARAGEMENT

Military Time SOP* Followed?
Event Code
Type of Event DatefTime Start | DatefTime End | Duration (hours) (see back of Yes No**
form)

-t Startup o et f [ X2 / jo-b
~ & ] =i Lo — & =

Shutdowrn .092_ - '2«‘}/ s }6! - / .

" W2 L= /¢ g O
T4 Malfunction £Z- Complete Section 2 Below
"1 Non-malfunction ' N

Date Form Filled Out: 4=/

Signature: ﬂc«n %‘-’”ﬂ"“ '
a4

Comments:

7’4&/)#4""’ f”{w:-mf— é };h./]zv E&J'//F/&TZJI,‘

(/717'/1’1{/ a7ﬂ-7ﬂ~ Aucte Skt pwwwﬁ/—ﬂ/gm 3 Zgiﬁ’j

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in S5M Plan
~If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 ~ Malfunction Events Only

Check one of the following for each step:

Procedure completed

Procedure Not Applicabie

Step Corrective Action Procedures for Ali Maifunctions
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may = !
harm people, the environment or the landfill gas control equipment. '
If conditions are unsafe, notify your supervisor and follow steps under No, 3.
Determine if landfill gas being released fo the air (can you smell tandfill gas, or
2. | measure/detect uncombusted gas flow?). &= 1
if landfill gas is being released, follow steps under No. 3.
if unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) fandfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
3. c. Apply other device (i.e., duct tape) = {3/
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe}:
Determine if other personnelfresource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnosis. P 3
If other personnel or resources are not needed, go to No. &
Contact qualified resource:
5. a. Record contact name, date and time: 7 4
b, Contact site representative with information recorded in No. 5.a.
8. | Start malfunction diagnosis. [+ [l
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's 2l .
: representative, or other).
if other resources are not needed, go fo No. 8.
Contact qualified resource:
8. a. Record contact name, date and time: [ =
Fix the malfunction. [+ L
0 Once the malfunction is fixed, restart the system per SOP if it had been shut - 1
" | down, and record starlup tirmes and dates on this form,
"1 Record date that malfunction occurred, date that malfunction was repaired, G 1
| and total time that systemn was ouf of service in boxes in Section 1 of this forn.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file, L+ L
if the procedures listed above were not followed, contact the site engineer
13- | immediately. L] (3
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Startup / Shutdown / Malfunction Report Form

Site Name: Coftonwood Hills Recycling and Disposal Facility

~tion 1 — All Events

B L.

WASTE MAAMAGEMENT

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) {see back of Yes No*™
form)
[ Startup T N /»N
Jat WM % 2. | 2.8/ P O

[ Shutdown s I
E-Malfunction J-2741 i»’%’: 12—/ ! mp la3.9 2.¢/ Complete Section 2 Below
1 Non-malfunction

Date Form Filled Out:

11

e
Comments: Wﬂ”%zﬁr Jiw ?/ﬁ?ﬂf& éz&éfrj‘ ViV C’/ﬂ/’;fu/’ @/6/&»&/ &

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=If SOP in S5M Plan was not followed, notify site engineer immediately.

Section 2 ~ Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (zir
entering tandfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfilf gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

A

O

Determine if landfill gas baing reteased to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
If tandfill gas is being released, follow steps under No. 3,

a\

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possmle) tandfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch fo blower

Other {(Describe):

mpapoTe

O

Determine if other personnelfresource {qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis,
if other personnel or resources are not needed, go fo No. 6.

Contact gualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No, 5.a.

Start malfunction diagnosis.

Detaermine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No. 8.

Contact qualified resource:
a. Record contact name, date and fime:

Fix the malfunction.

Once the maifunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

Record date that matfunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file,

13.

If the procedures listed above were not followed, contact the site engineer
immediately,

DQ\RRE’QD E{[{{\{j m\

i AR
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Startup / Shutdown / Malfunction Report Form

Cottonwood Hills Recycling and Disposal Facility

i

WASTE MANAGEMERNT

Site Name:

ction 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form) e

= Startup 1B pah 1287 gf i o2& = 0
] Shutdown 0 0
[ Malfunction J2 2411 7 40 [ ] 12251 G524 4 2¢ Complete Section 2 Below
[J Non-malfunction e

Date Form Filled Out: -4 1%

Signature:

Comments: W"f"/e" s ///?Ma [,g,,;,g,’y/.,zp

fémf Wé’*:-?i Cgéffl'

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**|f SOP in $SM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Step
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may B 0
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). i O
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping 0 =k
: c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnelfresource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnosis. [ o O
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource; :
5. a. Record contact name, date and time: | [f!/
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. = U
Determine if other resources are needed to fix the malfunction (qualified
- technician, electrician, contractor, on-site resources, manufacturer's EI/ ™
; representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:
a. Record contact name, date and time: U =
9. | Fix the malfunction. = L
0 Once the malfunction is fixed, restart the system per SOP if it had been shut 3 m
" | down, and record starfup times and dates on this form.
| Record date that malfunction occurred, date that malfunction was repaired, B/ 0
" | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. | L]
If the procedures listed above were not followed, contact the site engineer
1. immediately. n O N
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Startup / Shutdown / Malfunction Report Form
Site Name: Cottonwood Hills Recycling and Bisposat Facility

ction 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
: L P YA

| L-8tartup jial s /” -2 i / D - .
E} Shutdown N B/ B
[=F-Walfunction h2-26-11 asSf 1 - 2.2 20 Complete Section 2 Below
[ ] Non-maifunction
Date Form Filled Qut: /35 ~ 14 ‘ Signature: g{féﬂwf - ZZ’W

Fd

Comments: /fo’/'?{f &‘4&/‘##‘» f;‘./,-m-/ ﬁ/f,"’né—' ,Sé;, 7[ :ZZ;,".“‘,., e /i/.,h' /,":/& for

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic} and Shutdowns are provided in SSM Plan
=t SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Oniy

Check one of the following for sach step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition {air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfilf gas controf equipment.
if conditions are unsafe, notify your supervisor and fallow steps under No. 3.
Determine if landfill gas being refeased to the air {can you smell iandfill gas, or
2. | measure/detect uncombusted gas flow?).
if landfill gas is being released, foliow steps under No. 3.
i unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or mare of the following:

a. Close nearest valve to source of emissions

b. Piace a temporary cap on piping

¢ Apply other device (i.e., duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower
Other (Describe):
Determine if other personneliresource (qualified technician, electrician,
4. consultant or other) are needed for matfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: _
b. Contact site representative with information recorded in No. 5.a,
6. | Start malfunction diagnosis,
Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, an-site resources, manufacturers
represeritative, or other).
If other resources are not needed, go fo No. 9.
Contact qualified resource:

a. Record contact name, date and time:
Fix the malfunction,
Once the malfunction is fixed, restart the system per SOP i it had been shut
down, and record starfup times and dates on this form.
1 Record date that malfunction occurred, date that malfunction was repaired,

* i and total fime that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Maifunction file.
13 If the procedures listed above were not followed, contact the site engineer

* | immediately.

!
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Dispogal Facility

ction 1 — AHl Events

et

WASTE MARNAGEMENT

Military Time S0P* Followed?
Event Code
Type of Event DatefTime Start | Date/Time End | Duration {(hours) (see back of Yes No**
form)
fA-Shutdown ,2,,27, é /z_z‘:u 224 /. { / = O]
[J Maifunction Complete Section 2 Below
1 Non-malfunction

Date Form Filled Outm T A
/=2

Comments: @ V/ Ige H. acv/c,‘a/g

c// /7/ eux;/ ;:‘ﬂ- A e VL C‘*"'//j

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*|f SOF in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Maifunction Events Only

Check one of the following for each step:
Step Corrective Action Procedures for All Maifunctions Procedure completed | Procedure Not Applicable
Determine if the maifunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may ] |
harm people, the environment or the landfilf gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). ] []
If landfill gas is being released, follow sfeps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping ] 1
) c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnelfresource {qualified technician, efectrician,
4. | consuitant or other) are needed for malfunction diagnosis. l 0
if ofher personnel or resources are notf needed, go fo No. 6.
Contact qualified resource:
5, a. Record contact name, date and time: O [
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. ] U
Determine if other resources are needed to fix the malfunction (qualified |
7 technician, electrician, coniractor, on-site resources, manufacturer's 0 0
’ representative, or other).
If other resources are not needed, go fo Na. §.
Contact qualified resource: J »
a. Record contact name, date and time:
Fix the malfunction. [1 L]
Once the malfunction is fixed, restart the system per SOP if it had been shut 1 O
down, and record starfup times and dates on this form.
’ Record date that malfunction occurred, date that maifunction was repaired, Ol 0]
" | and total time that system was ouf of senvice in boxes in Section 1 of this form,
12. | Sign this form, copy &, and place it in the Startup Shutdown, Maifunction file. ] Ll
13 if the procedures listed above were not followed, contact the site engineer r ]
| immediately.
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